
Compressor
Voltage Code : TZ

Low Temp. Commercial (BP)

AG2525P-TZ
400V 3~ 50Hz / 440V 3~ 60 Hz

R404A AG2525P-TZ1A

Operating conditions : Tropical... / 50 Hz / Dew      ISO3745 / ISO 3743-1

Sound Power

84 dBAEvaporating Temp. : -25.0 °C
Superheat : 45.0 K

Return gas temp. : 20.0 °C
Condensing Temp. : 50.0 °C

Subcooling : 0.00 K
Liquid : 49.7 °C

Refrig. Capacity : 4358 Watt

Power Input : 3641 Watt
Amps : 6.31 A
C.O.P : 1.20 Watt/W

Displacement (cc) 145

Net Weight (Kg) 48.0

Oil Quantity (cc) 1760.0

Oil Type Polyolester

Expansion Device Capillary_Tube/Expansion_Valve

Cooling Fan

Main Winding (Ohm) 2.3

Current

RLA (A) 6,7 | 7,2

MCC (A) 11 | 11,8

LRA (A) 58 | 61

Electrical Equipment TRI

Overload Interne

Refrigerating connection for

Suction Tube 28.6 (1"1/8)

Discharge Tube 15.9 (5/8")

Process Tube 6,35 (1/4")

Certificates :

Note : Tecumseh reserves the right to change information contained in this document without notification.
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Note : Tecumseh reserves the right to change information contained in this document without notification.

Nota : Tecumseh se réserve le droit de modifier les informations contenues dans ce document sans préavis. 

1 = cooling capacity  2 = power input  3 = current  4 = condensing temperature  5 = evaporating temperature 

Dew Condition

Condition Dew

Subcooling :

Sous refroidissement :

0.0 K

0.0 K

Return gas :

Gaz aspirés :

20.0 °C

20.0 °CLes performances sont données dans les conditions EN12900 :

The performance data are in EN12900 conditions :

AG2525P-TZ Tension TZ : 400V 3~ 50Hz / 440V 3~ 60 Hz
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50 Hz R404A
N°3570

4 | T condensation 5 | T évaporation (°C)

2763

2083

4.44

1984

1982

4.32

3929

2557

4.94

3012

2512

4.91

2132

2396

4.77

5329

3044

5.50

4230

3062

5.56

3158

3007

5.51

2140

2881

5.34

6989

3547

6.12

5665

3630

6.27

4358

3641

6.31

3094

3580

6.23

8934

4064

6.80

7342

4219

7.04

5757

4299

7.18

4204

4308

7.19

11192

4598

7.54

9288

4828

7.88

7381

4983

8.10

5495

5065

8.21

13787

5149

8.34

11529

5458

8.77

9256

5692

9.08

6995

5853

9.28

-40 -35 -30 -25 -20 -15 -10
30 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

40 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

50 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

60 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

60 Hz R404A
N°3570

4 | T condensation 5 | T évaporation (°C)

3451

2772

4.67

2532

2611

4.44

4814

3390

5.40

3802

3349

5.33

2707

3123

5.04

6404

4008

6.17

5255

4082

6.25

3996

3991

6.12

2670

3690

5.76

8248

4640

6.96

6915

4821

7.21

5449

4857

7.23

3889

4706

7.04

10369

5297

7.79

8808

5577

8.19

7088

5734

8.38

5250

5724

8.34

12792

5990

8.64

10959

6362

9.21

8940

6633

9.56

6779

6759

9.68

15542

6732

9.53

13391

7189

10.3

11029

7566

10.8

8500

7819

11.0

-40 -35 -30 -25 -20 -15 -10
30 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

40 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

50 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)

60 1 | P frigorifique (Watt)

2 | P absorbée (W)

3 | I absorbée (A)


