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Test data at free ：

Product Specification

Product model

 product type

  customer

MAER
Product number

certification

Technical specification:

1.All parts of fan should be properly assembled,

  no oil or dirt on the surface, no obvious distortion,

  mechanical damage and other defects.

2.Fan rotation is flexible, no delay, no operation sound,

  no scratch and other undesirable phenomena.

3.The safety requirement of fan is performed according

  to GB12350-2009, the electrical strength is 1800V.S,

  and the insulation resistance is not less

  than 100M at room temperature.

4.Motor insulation class, F CLASS.

5.Motor protection level, IP54, fan protection

  level, IP2X.

6.The fan balance level is:1380±10%r/min high than G6.3,

  vibration value is less than 5.4mm/s.

7.External TMP.

Condition of use:

voltage and frequency

Lead cable:Terminal block, the recommended standard

of lead wire is not less than 0.75   mm².

Installation position: vertical or upward.
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C1 - run control contactor, S1 connection, fan operation.

C2 - Y/Δ operation control contactor, S2 disconnect, Δ connection; S2 line, Y connection

 Nameplate:

1

2

3

4

5

6

7

8

2000 4000 6000 8000 10000 120000

20

40

60

80

100

120

140

160

180

棕 红 蓝 白 黑 橙 黄绿

BROWN RED BLUE WHITE BLACK ORANGE YEL/GR

L1 L2 L3 用户接线 For User PE

Y:3Φ AC400V

L1 L2 L3 用户接线 For User PE

△:3Φ AC400V

灰白

grey

灰白

grey

yoram
Rectangle

yoram
Rectangle

yoram
Rectangle




