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Features: .Connectionsarenickelplatedsteel.Oil flow rate @ 175 PSI
differential.80gaVmin..3/8"flareoil returnconnection.Brassscrewsoninletandoutlet

.Allthecapacitiesshownare
basedon100°Fcondensing

. Minimumtonnageis33%of
ratedcapacity

8-5500, S-5800, S-5600, S-5700: Connectionsarenickelplatedsteel.S-1900: Connectionsarecopperplatedsteel.
Oilflowrate@175PSIdifferential:0.80aallmin.
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5ize Dimensionsin Inches CapacityinTonsofRef.at Evap.Temp. (NominaO Max.
Pre-ChargeCal

Conn. Fig R-134a R-22 R-404a1R-507 DischargeNo. t Dia.A B C Amount
(OD5) -40°F +40°F -40DF +4QoF -40°F +4QDF CFM

5-5580 1/4 8.25 0.50 0.75 0.75 1.00 0.75 1.00 0.75
5-5581 3/8 8.25 0.75 1.00 1.00 1.50 1.00 1.50 tOO
5-5582 1/2 10.25 1.00 1.50 1.50 2.00 1.50 2.00 1.50
5-5585 5/8 1 4 14.25 - 3.00 4.00 4.50 5.50 4.00 5.50 4.00 12
5-5587 7/8 17.75 4.50 5.50 7.00 8.00 6.50 8.50 6.50
5-5588 11/8 21 6.00 7.50 9.00 10.50 8.50 11.00 8.00
5-5590 13/8 21.25 8.00 9.50 11.50 13.50 10.50 14.00 10.00
5-5BB2 1/2 10.25 1.00 1.50 1.50 2.00 1.50 2.00 1.50
5-5885 5/8 14.25 3.00 4.00 4.50 5.50 4.00 5.50 4.00
5-5887 7/8 2 4 17.75 5.50 4.50 5.50 7.00 8.00 6.50 8.50 6.00 12
5-5888 11/8 21 6.00 7.50 9.00 10.50 8.50 11.00 8.00
5-5890 13/8 12.25 8.00 9.50 11.50 13.50 10.50 14.00 10.00
5-5687 7/8 11.12 6 7 9 10 8 10 7.50
5-5688 1 1/8 15.38 8 10 11 12 9 13 9.00
5-5690 1 3/8 3 6 15.63 - 9 12 13 14 12 15 11.00 30
5-5692 I 5/8 18.63 11 13 16 18 15 19 14.00
5-5694 21/8 19.12 18 21 25 30 24 31 22.50
5-5792 15/8

4 6
20.25 4.25 11 13 16 18 15 19 14.00

20
5-5794 21/8 20.31 4.50 18 21 25 30 24 31 22.50
5-1901 15/8 8 21 14 17 20 24 19 25 18.00
5-1902 21/8

5
8 21 21 25 30 35 28 37 27.00

20
5-1903 21.50

-
25/8 10 37 46 50 65 48 68 49.00

5-1904 31/8 12 25.75 52 64 75 90 72 94 68.00


