7K ST 05 L BY 550 1 ML 4L

Horizontal Air-in Centrifugal Type Air Curtain

= Adopted forward-bending centrifugal type blade fan wheel
construction, matched high efficient volute design, generating
large air volume with Max.20m/s air speed and high pressure.
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= Metal housing, advanced fire resistance, easy installation
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= Reliable designed motor operates 5000 hours continuously
without any defects.
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= Flexible control methods: piano—-button control, microprocessor
soft—touch control and microprocessor remote control, meeting
different demands.
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= LR S 600mm. 900mm. 1000mm. 1200mm.
1500mm . 1800mm

= Multiple body specifications: 600mm. 900mm. 1000mm.
1200mm. 1500mm . 1800mm
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EARESE. 3m. 3.5m. 4m. 4.5m f‘" = Various installation heights are available: 3m. 3.5m. 4m. 4.5m
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Ll Specifications _Rated Rated Installation  power AirSpeed  Air Flow Noise Unit Size i PE:
Model No. ) Vc()\l}ig);e Fre?':iycy H(erlT?)ht (mis) (m*h) (dB) (mm) %
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FM3006H. FM3006HY 600X 230 %212 9
FM3009H, FM3009HY 900 235 798 50 900230 X212 153 g
FM3010H. FM3010HY 1000 Hy 235 1is 798 50 1000% 230 %212 16.9 g
FM3012H. FM3012HY 1200 51 Fi 310 1064 51 1200X230% 212 19.0 2
FM3015H. FM3015HY 1500 398 1330 52 1500 % 230X 212 226 L S
FM3018H. FM3018HY 1800 392 1596 55 1830 x 230 x 212 30.0 o
FM3506H. FM3506HY 600 21 680 52 600230212 88
FM3509H, FM3509HY 900 316 1020 53 900%230%212 15.3
FM3510H. FM3510HY 1000 Wi 316 s 1020 53 1000 % 230 % 212 16.9
FM3512H, FM3512HY 1200 il 5 422 1360 54 1200 X 230X 212 19.0
FM3515H. FM3515HY 1500 527 1700 56 1500 % 230 X 212 226
FM3518H, FM3518HY 1800 5 &5 628 2040 57 1830 x 230 x 212 30.0
FM4006H. FM4006HY 600 255 932 57 600 230 X212 8.8 o
FM4009H. FM4009HY 900 410 1398 58 900X 230 X 212 15.3 9
FM4010H, FM4010HY 1000 | L 410 . 1398 58 1000 % 230 X 212 16.9 %
FM4012H. FM4012HY 1200 STE 510 1864 59 1200% 230X 212 19.0 ©
FM4015H. FM4015HY 1500 665 2330 61 1500 % 230X 212 226 §
FM4018H. FM4018HY 1800 793 2796 63 1830 x 230 x 212 315 T etk %
FM4506H. FM4506HY 600 285 950 63 600X 230 %212 8.8 %
FM4509H, FM4509HY 900 445 1425 64 900X 230X 212 15.3
FM4510H, FM4510HY 1000 Hnyl 445 507 1425 64 1000 % 230X 212 16.9
FM4512H. FM4512HY 1200 e 570 1900 65 1200% 230X 212 19.0
FM4515H. FM4515HY 1500 730 2375 68 1500 X 230X 212 226
FM4518H. FM4518HY 1800 1050 2850 68 1830 x 230 x 212 315




