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LES SERIES REFRIGERANT 
SCALES LES系列冷媒电子秤
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● 大底座设计防侧翻

● 底座橡胶防护防碰撞

● 高精密传感器精准测量

● LCD背光显示更清晰

● 秤盘提手式设计方便携带

● 秤盘上含水平珠便于放置水平

● 精准编制冷媒加注回收量报警

产品特点Product features

● Large base design to prevent backturning

● Base rubber protection against collision

● Precision measurement of high precision sensors

● LCD backlight display is clearer

● Scale handlebar design is easy to carry

● Horizontal beads on scale are easy to place horizontally

● Scale handlebar design is easy to carry

最大量程 Max Capacity

分辨率 Resolution

精度 Accuracy

连接方式 Connection Mode

电源 Power

使用温度Operating Temperature

秤台尺寸Size

50Kg（110Lb）

2g

LES-50A型号 Model

±0.05%

有线连接 Cable connection 无线连接 Wireless connection

4×AAA电池Batteries

-10℃～40℃

308×220mm

技术参数  Technical parameters

100Kg（220Lb）

5g

50Kg（110Lb）

2g

100Kg（220Lb）

5g

LES-100A LES-50Ai LES-100Ai

秤盘Scale：

4×AA电池Batteries

遥控器Handheld：

4×AAA电池Batteries

Professional vacuum pumps, refrigerant tools, tube tools, 
testing equipment research and development, 

manufacturing, sales enterprises.

LMG SERIES MANIFOLD GAUGE
LMG系列冷媒表

双表阀 / Manifold Gauge

技术参数  Technical parameters

型号
Model

LMG-2-R22

适用冷媒 Refrigerants

表盘尺寸 Gauge Diameter

压力范围 Pressure Scale

冷媒管配置 Hose

冷媒管长度 Standard Length

包装方式 Package

R22、R134a、

R404A、R407C

R410A、R407C、

R134a、R22
R134a 

Φ68mm

-30～400psi   

-30～140psi

0～800psi

-30～500psi

-30～400psi

-30～140psi

红&蓝&黄

Red&Blue&Yellow：

1/4"-1/4"

红&蓝: 1/4"-5/16"
黄: 1/4"-1/4"

Red&Blue: 1/4"-5/16"
Yellow: 1/4"-1/4"

红&蓝&黄

Red&Blue&Yellow：

1/4"-1/4"

3×120CM     

吹塑/吸塑 Blow case/Blister packing

双表阀 / Manifold Gauge

技术参数  Technical parameters

型号
Model

LMG-1-S-L

表盘尺寸 Gauge Diameter

压力范围 Pressure Scale

包装方式 Package

Φ68mm

-30～800psi -30～500psi

吸塑 Blister packing 吸塑 Blister packing

Φ68mm

OPEN

CLOSED

LOWLOWLOW

OPEN

CLOSED

HIGHHIGHHIGH
OPEN

CLOSED

LOWLOWLOW

OPEN

CLOSED

HIGHHIGHHIGH

LMG-2-R410A LMG-2-R134A

LMG-1-S-H

冷媒管 / Refrigerant Hose

技术参数  Technical parameters

型号
Model

适用冷媒 Refrigerants

工作压力 Working Pressure

爆破压力 Burst Pressure 

接头螺纹 Connection Thread

长度 Standard Length

包装方式 Package

R410A

0～800psi

4000psi

1/4"-5/16

LRP-U-R

R22
R134a

0～500psi

2500psi

1/4"-1/4"

R410A

0～800psi

4000psi

1/4"-1/4"

LRP-U-Y

R22
R134a

0～500psi

2500psi

1/4"-1/4"

R410A

0～800psi

4000psi

1/4"-5/16

LRP-U-B

R22
R134a

0～500psi

2500psi

1/4"-1/4"

120CM     

吸塑 Blister packing

快速接头 
Quick Connection

LQC-A-H LQC-A-L LQC-H LQC-L

Clic
k t

o BUY NOW!PD
F-XChange Editor

w
w

w.tracker-software
.c

om Clic
k t

o BUY NOW!PD

F-XChange Editor

w
w

w.tracker-software

.c
omClic

k t
o BUY NOW!PD

F-XChange Editor

w
w

w.tracker-software
.c

om Clic
k t

o BUY NOW!PD

F-XChange Editor

w
w

w.tracker-software

.c
om

Yehuda Benishu
הדגשה

Yehuda Benishu
הדגשה

Yehuda Benishu
הדגשה

https://www.tracker-software.com/product/pdf-xchange-editor
https://www.tracker-software.com/product/pdf-xchange-editor
https://www.tracker-software.com/product/pdf-xchange-editor
https://www.tracker-software.com/product/pdf-xchange-editor

